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D STATES ENVIRONMENTAL PROTRCTION AGENCY
UNEEE STANDARD ANNULAR PRESSURE TEST

.’Qpemm oy Encray. LB State Permit No.____60152

. pdoress POBox 1360 LISEPA Fermit No._MI-091-2D-0001___
' Traverse City, MI 4968351560 DateofTest 1~ [7-/3
Well Name ___ Ruesink 3-16 SWD Well Type ,
. LOCATION INEQRMATION  NE_ Ouarterofthe _ SE_ Quarierofthe  NW__ Quaries
Section 16 . Range 65-3E  ; Township Adrien - ; County Lenawes_
Company Representative _ JackRokes__ Field Inspector __unwimessed_

Type of Presgure Guuce L u inch face; _bo@  psi fudl scale;

ge; pSt MCrements;
Wew Gauge? Yes "~ No O ¥ no, date of celibration
Calibration certification submitted? Yes O No 0
" TEST RESULTS S-year or arnual test on me? Yes O No O
Pressure (in psig} After rawork? Yes B No U
Newly permitted well? Yes 1 No O
Time Anmulus Tubing y
‘ . Casingsize S’
dipo Am 3o & Tubing size 22 8 "
Gllo A 3o0 & Packertype  ADL— |
Ging Ar ez g Packerset@ [ S3'
G836 A Aso 5{ :
e 7
Fluid return (gal) &2 .25
e Comrnents:
Test Pressures: Max. Allowable Pressure Change: Initial test pressure x .03 Aoo psi

Half Hour Pressure chenge %3 psi
T¥failed test, well paust shut ip, no injectlon can ocour, and USEPA

must be contacted within 24 hours. Corrective action needs to

‘oceur, the well retested, ahd written axthorization received before
injection can (2COmMMENCe.

%mmm of Company Representative / / 7 / j

L
Test Passed & Test Failed O

Date

UNWITNESSED MECHANICAL INTEGRITY TEST FORM
Fanuary 10, 2007

These instroctions are adapted from those Region 5 Underground Injection Cantrol Branch Regi i
%5, Determination of the Mechanical Intégrity of Injectior Wells, Revised June 11, 1998. egroiiai Cuidance
IV, CONDUCTING TESTS WITHOUT A REPRESENTATIVE OF THE USEPA (USEPA Region 5

Underground Injection Contro! Program Guidance #5, Determination of : e
Injection Wells, pp. 7-8) N rminaton of the Mechanical Integrity of




